1.0 - INSTALLATION INSTRUCTIONS - 118155-006 Rev. A

Interface Harness for PinPoint®

- Models - Case IH Sprayers 2017 and after

<table>
<thead>
<tr>
<th>KIT NUMBER- 118691-050</th>
</tr>
</thead>
<tbody>
<tr>
<td>PART NUMBER</td>
</tr>
<tr>
<td>118691-001</td>
</tr>
</tbody>
</table>

For safety information see the system and machine manuals.

1. [Figure 1] - At the back of the machine, locate the Case IH Product Controller II (1) on the center section below the light.

![Figure 1](image1)

2. [Figure 3] - On the Case IH Product Controller II, locate and unplug the brown connector (1).

3. Locate and unplug the green connector (2).

![Figure 2](image2)
4. **Figure 3** - Insert the mating connector from the harness into the brown receptacle (1) of the Product Controller II node.

5. Insert the factory connection into the mating plug (2) on the harness.

6. Insert the mating connector from the harness into the green receptacle (3) of the product Controller II node.

7. Insert the factory connection into the mating green plug (4) on the harness.

8. Route the remaining plugs (5) on the harness to the Gateway hub and plug into the respective connectors 1-6, 7-12, servo, and flow meter.

![Figure 3](image-url)